ColorPitch (CP-440

Afinador de clip com display colorido

Manual do Usuario
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1. Descricao do Produto

O ColorPitch é um afinador clip-on com design portatil, que facilita transporta-lo com vocé. Seu display pode ser girado facilmente em diferentes

direcdes e angulos, para que vocé possa aponta-lo para onde quiser.

2. Interface do produto

Verso

Frente

1. Item / 2. Pitch / 3. Flat Tuning
4. Power e Clip/Mic / 5. LCD / 6. Mic

Verso
1. Presilha / 2. Tampa da Bateria
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Interface de LCD
1.A4 /2. Nome da Nota / 3. Nimero da Corda
4. ltem de Afinacéo / 5. Afinagao Flat /

6. Indicador de Precisdo / 7. Medidor da Bateria

3. Instalando a bateria

Gire a tampa da bateria até que o compartimento se
abra. Pressione a borda da bateria para retira-la.
Troque-a por uma nova e gire a tampa em sentido
horério para trava-la. Fique atento a polaridade.

4. Operagoes

1- O modo padréo é cromatico. Pressione e segure o botdo POWER
para ligar ou desligar.

2- Pressione PITCH para ajustar A4: 430~450Hz.

3- Pressione ITEM para selecionar: C (Cromatico), G (guitarra), B
(baixo), U (Ukulele), tom de F, tom de B bemol, tom de E bemol.

4- Pressione FLAT para habilitar a afinagao flat: N/A, b, bb nos
modos de afinagdo para guitarra e baixo.

5- Captador Clip/Mic embutido.

6- Pressione CLIP/MIC para mudar o sinal de entrada do afinador.
7- Detecgéo da nota:

Cromético: C, C#, D, Eb, E, F, F#, G, G#,A, Bb, B

Guitarra: 6E, 5A, 4D, 3G, 2B, 1E
Baixo: LB, 4E, 3A, 2D, 1G, HC
Violino: 4G, 3D, 2A, 1E

Ukulele: 4G, 3C, 2E, 1A

Ubleman

5. Especificacoes

+ Escala de afinagdo: Cromatica, guitarra, baixo, violino, ukulele.
+Tom de afinagdo: C, F, Bb, Eb

+Alcance de afinagdo: A0 (27,50 Hz)~C8 (4186 Hz)

+Modo de afinagao: Vibragao/microfone

+Tempo de resposta: <20 ms

+Precisdo: +/- 1 cent.

+Calibragdo: 430~450Hz (1 HZ steps)

+Flat:N/A,b,b

+Energia: 3V (bateria de litio CR2032)

+Consumo de energia: nomodo de afinagdo <16mA
+Dimens&o: 70 (C) x 30 (A) x 31(L)mm

+Peso: 38g

+Acessorios: Manual do Usuério, QC mark, Bateria de Litio CR2032
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ColorPitch (CP-440

Colored display clip tuner

User Manual
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1. Product Description

ColorPitchis a clip-on-tuner. The portable design makes it easy to go with you. The display can be easily rotated in different directions and angles, so

you can aim it where you like.

2. Product Interface

Back Front

1. Item / 2. Pitch / 3. Flat Tuning
4. Power and Clip/Mic / 5. LCD / 6. Mic

Back
1. Clip / 2. Battery Cover
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LCD
1.A4 /2. Note name / 3. String Number
4. Tuning Item / 5. Flat Tuning /

6. Accuracy Indicator / 7. Battery Meter

3. Installing the Battery

Change the battery when the meter shows low battery
level. Rotate the battery cover until the compartment
opens. Press on the edge of the battery to pop the
battery out. Replace with a new one and rotate cover
clockwise until it locks. Pay attention to polarity.

4. Operation

1. The default mode is chromatic. Press and hold power to turn on/off.
2.Press PITCHto adjustA4: 430~450 Hz.

3. Press ITEM to select: C (Chromatic), G(Guitar), B(Bass), V(Violin),
U(Ukelele), F key, Bb key, Eb Key.

4. Press FLAT to enable flat tuning: N/A, b, bb in Guitar / Bass tuning
mode.

5. Built-in Clip/Mic pick-up

6. Press Clip/Mic to change the tuning input signal.

7. Note Detection:

Chromatic (C, C#,D, Eb, E, F, F#, G, G#,A, Bb, B)

Guitar (6E, 5A, 4D, 3G, 2B, 1E)

Bass (LB, 4E, 3A, 2D, 1G, HC)

Violin (4G, 3D, 2A, 1E)

Ukelele (4G, 3C, 2E, 1A).
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5. Specifications

+Tuning Scale: Chromatic, Guitar, Bass, Violin, Ukelele
+Tuningkey: C, F, Bb, Eb

+Tuning range: A0 (27.50 Hz) ~ C8 (4186 Hz)

+ Tuning mode: Vibration/MIC

+*Response Time: <20 ms

+Precision: + 1 cent

+ Calibration: 430 ~450 Hz (1 Hz steps)

+Flat:N/A,b,b

+Power: 3V (CR2032 lithium battery)

+ Power consumption: Tuning mode: < 16 mA
+Dimension: 70 (L) x 38 (H) x 31 (W) mm

+ Weight: 38g

+Acessories: User Manual, QC mark, CR2032 lithium battery
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